
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PERKINS ENGINE 

MODEL 2506A-E15TAG1 

SPEED 1500 RPM 

 

 
DISSIPATIONS 

CA 70 kW 

JW 147 kW 

WCCAC 

CA in 179.0°C 

CA out 66.0°C 

CA ∆p 8.4 kPa 
 

48°C 

100.5°C 

366 l/min 

107.0°C 

RADIATOR – 35°C AMBIENT 

THERMAL DUTY PER ENGINE 

DISSIPATION        217 kW 

WATER FLOW    2.56 l/s 

WATER RETURN TEMP  48.0°C 

69.6°C 

REMOTE COOLING KIT CRDA1131-A4 

TECHNICAL DATA 

COVRAD HEAT TRANSFER LIMITED 

C Round 

(Standard Remote Kits) 

Issue 1 

Date: December 2012 

SEC. WATER (25% GLYCOL) 

PRESSURE LOSSES 

A-S4  = 0.25 bar 

S4-C = CUSTOMER DETAIL 

C-D = xxxx bar 

D-A = CUSTOMER DETAIL 

A 

B 

C D 

NOT 

COVRAD 

SUPPLY. 
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